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-INSTRUCTIONS—- 

CARE AND USE 

OF YOUR POWR-GRIP 
GRINDER 

• Slightly wet hole in rubber 
tips before inserting them to al¬ 
low full seating. Remove tips 
by pushing away rather than by 
a direct pull. 

• Lubricate the neoprene plun¬ 
ger cup with a medium oil oc¬ 
casionally^ to insure smooth op¬ 
eration. 

• Spring tension is designed to 
extend ‘-plunger only part way. 
Further movement indicates 
leakage and the need of wet- 
ing cup or cleaning valve head. 

• This Powr-Grip tool is un¬ 
conditionally guaranteed againr.t 
defects in manufacture. 


WOOD’S 
POWR-GRIP CO., INC. 
233 Cascade 

Wolf Point, Montana 59201 















A Mote. Steatite *1ool ... 

WotuHx Powr-Grip Valve 


Grinder 


L 



STOPS that Irritating SLIP-OFF! ~ 
—Will Hold Even the Smallest Valves 


9-inch 

body 

length 


• A Quality Tool 

• Sound Design 

• Built to Last 


YJS 


t -ir 


APPROVED 

FOR BRIGGS AND 
JSTRATTON ENGINES 


PRICE 


$($75 


(Special jobbers' prices 
in quantity.) 


Wood's Powr-Grip Valve Grinder 
presents a new system in valve holding 
for use during the checking and lap¬ 
ping operations. 

The spring - loaded vacuum pump 
built into the handle is a source of 
gripping power never . before possible 
in a valve grinder. The plunger ten¬ 
sion balance is an indicator of grip, 
so unexpected release of the valve is 
practically eliminated. The cup-face de¬ 
sign allows diffusion of vacuum to the 
extreme edges, giving a near full-sur¬ 
face grip. 

THREE CUP SIZES (%, 1 and 
114 laches) are furnished in a boxed 
set to cover most standard valves. A 
special 5 /s inch size can be furnished 
from the factory on request. 

Construction and design are such 
as to assure long service and are 
warranted by an almost unconditional 
guarantee. 

This system was developed for use on the 
valves of small-sized Briggs & Stratton engines, 
however, with cups furnished in set, is adapt¬ 
able to most automotive valves. 


WooJx Powr-Grip Co., Inc. 


233 CASCADE - WOLF POINT, MONTANA 59201 
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Modem refacing and reseating methods with good equipment 
bring sealing surfaces into near full contact. 

However, slight irregularities caused by vibration of the 
grinding spindle, improper dressing of the wheel or various other 
deficiencies of the equipment caused by normal and long usage, 
often make a light lapping operation desirable. 

We have developed in this tool a method of holding the valve 
that removes almost entirely the irritation caused by unexpected 
dropping of the valve. We have held our vacuum slightly below 
maximum to secure a plunger balance at slightly less than full 
extension. This provides an indication of seal at the valve head, 
and if the valve is old and rough a repositioning or wetting may 
be required. The grip secured by one pump usually does for the 
entire operation. 




We suggest that after the final cleaning of compound from 
the valve and seat surfaces a few turns with oil applied will lift 
the remaining compound from the pores of the metal and allow 
more accurate clearance adjustments. 

A well sealed valve, guided centrally, and given proper clearance, 
is almost certain to give long service. 

Wood's Powr-Grip Valve Grinder, a tool to assist in securing 
a good seal, must be used to be appreciated. 

Yours truly, 


A Fellow Mechanic 




















